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AAMA 508 Pressure Equalized Rain Screen    
AAMA 509 Drained and Back Ventilated Rain Screen    

ASTM 501.1 Dynamic Water Test    
ASTM E1233 Pressure Equalization Behavior (Modified)    
ASTM E283 Assembly Air Leakage    
ASTM E330 Positive/Negative Wind Load    
ASTM E331 Water Penetration Resistance    
CCRR/ICC Code Compliance Research Report  

FLORIDA PRODUCT APPROVAL EVO 30069.1/ Fusion 30069.2  
FLORIDA BUILDING CODE REPORT Scope of Tests Below  

TAS 203 HVHZ High Velocity Hurricane Zone  
TAS 201 Large Missile Impact  
TAS 202 Uniform Structural Load Standards  

ASTM E330/330M ICC ICC Structural Testing  
ICC - ES AC25 MCM System Structural Load Test  
MIAMI DADE Dade County Approval  

NFPA 285- MW Mineral Wool Full Scale Fire Test  
NFPA 285- PI Polyiso Full Scale Fire Test  
NFPA 285- SF Spray Foam Full Scale Fire Test  
LARR REPORT L.A. Research Report 
ASTM D1354 Standard Test Method for Heat & Visible Smoke Release  
ASTM D1654 Corrosion Resistance Exposure/ Rate of Burn Eval  
ASTM 1781 Durability Evaluation of Bonded ACM  

ASTM D1929 Performance Test of Ignition Temperature  
ASTM E84-15A Test Method for Surface Burning Characteristics  
ASTM E84-16 ACM Core Only without Skin  

ASTM E119 Standard Construction Material Fire Test  
LEED CERTIFICATION Qualified Recycled Content    
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